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CPK EXTRUVAC

Product Datasheet




Technical Data

| CPK65B | CPK150B | CPK300B
Nominal pumping speed cfm (m3/hr) 46 (79) 108 (184) 204 (347)
Ultimate vacuum "HgV (mbar) 28.4" (50) 28.4" (50) 25.7% (140)
Motor power 60 Hz kW 2.2 4.4 7.4
Noise Level 60 Hz dBA 72 75 75
Qil fill quantity (for timing gears only) | 0.8 0.8 1.6
Pumping stages 1 1 1
Max. exhaust pressure mbar 1013 1013 1013
Pump performance curves
CP65B CP150B CP 300B
Pressure mm Hg (Torr) Pressure mm Hg (Torr) Pressure mm Hg (Torr)
100“ 75 150 225 300 375 450 525 600 675 76060 18“ 75 150 225 300 375 450 525 600 675 760120 4 75 150 225 300 375 450 525 600 675 760
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Key Features Your benefits

= Modular dry system for new and existing installations = Standard filter: Polyester 5 pm

= Dual inlet filter set-up for continuous operation Optional filter: Wiremash 900 m

. . = Valves: manual
= Environmentally friendly

. = Material: Steel frame
= Low cost of ownership
= Pump rotor in stainlees Steel
= Pump can be serviced quick and easy

= Integrated solvent flushing and gas purge
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